
JV100D

Satisfy Professional's Needs

Cordless Jig Saw

Extra Lightweight Comfort



Items of standard equipment and specifications may vary by country or area.
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Cordless Jig Saw JV100D

*Weight according to EPTA-Procedure 01/2003

Change lever
for 3 orbital settings 

and straight cutting

Best possible 
ergonomic handle
provides comfortable 

grip and more control

while minimizing hand 

fatigue and pain.

Rigid aluminum base

Variable speed 

control by trigger

Connectable to Vacuum 

cleaner using optional hose

Charger DC10WA
approx. 50 minutes 

charging time

Battery BL1013
10.8V-1.3Ah

Capacity

Length of stroke
Strokes per minute (spm)
Dimensions (L x W x H)
Net Weight*

Wood : 65mm (2-9/16")
Steel : 2mm (1/16")
18mm (11/16")
0-2,400
231x76x196mm (9-1/8"x3"x7-3/4")
1.7kg (3.7lbs)

Compact and lightweight design achieved 
while maintaining the power enough to 
perform smooth light duty cutting

Charger, Battery Cartridge, Jig Saw Blade (No. B-10), Hex Wrench

Standard Equipment : 

Variable Speed

Brake

Orbital Cutting

Bayonet Shank Jig Saw Blade

Dust Collecting

Carrying Case

Bevel capacity
0 to 45 degrees left and 

right


