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Model No. M9506, M9507, M9508Model No. M9509, M9510, M9511

Machined bevel 
gears

850W
High Power
Continuous rating input

720W

Barrel grip with easy gripping and handling

Slim motor housing with a 
small circumference of 194mm

Easy-to-grip shape

Internal brush holders enable the
machine circumstance to be flat
without protrusions.

194mm

M9510

850W
115 mm (4-1/2")
11,000
276x130x111mm 
(10-7/8"x5-1/8"x4-3/8")
2.0 kg (4.5 lbs)
2.0 m (6.6 ft)

850W
125 mm (5")
11,000
276x140x111mm 
(10-7/8"x5-1/2"x4-3/8")
2.0 kg (4.5 lbs)
2.0 m (6.6 ft)

850W
100 mm (4")
11,000
276x118x101mm 
(10-7/8"x4-5/8"x4")
1.8 kg (3.9 lbs)
2.0 m (6.6 ft)

720W
125 mm (5")
11,000
261x140x111mm 
(10-1/4"x5-1/2"x4-3/8")
1.9 kg (4.1 lbs)
2.0 m (6.6 ft)

M9511

M9508
720W
115 mm (4-1/2")
11,000
261x130x111mm 
(10-1/4"x5-1/8"x4-3/8")
1.9 kg (4.1 lbs)
2.0 m (6.6 ft)

M9510

M9507

M9506 / M9507 / M9508 (720w series)
M9509 / M9510 / M9511 (850w series)

100 mm (4")    /    115 mm (4-1/2") / 125 mm (5")

Angle Grinders

M9509850W series

720W series M9506

Side Grip, Lock Nut Wrench

Double Insulation

459

325

Continuous rating input
Wheel Diameter
No Load Speed (RPM)
Dimensions 
(L x W x H)
Net weight
Power supply cord

Continuous rating input
Wheel Diameter
No Load Speed (RPM)
Dimensions 
(L x W x H)
Net weight
Power supply cord

720W
100 mm (4")
11,000
261x118x101mm 
(10-1/4"x4-5/8"x4")
1.6 kg (3.6 lbs)
2.0 m (6.6 ft)

Photo : M9507

Photo : M9508

Compact yet powerful grinder


