
for Wide and bright illumination
9 LEDs 

for Wide and bright illumination
Lightweight 1.1Ah Lithium-ion

Satisfy Professional's Needs

Rechargeable Flashlight
ML187



ML187Rechargeable Flashlight
Continuous use (hours)
Dimensions (L x W x H)

Net weight*

15
313x84x101mm (12-3/8"x3-5/16"x4") with BL1411G
313x84x118mm (12-3/8"x3-5/16"x4-5/8") with BL1811G
0.68kg (1.50lbs) with BL1411G, 0.74kg (1.63lbs) with BL1811G

Standard Equipment  : Shoulder Strap, Battery and Charger are sold separately.

Charger DC18WA
Charging Time : 60min. 

1.1Ah Battery
BL1811G

1.1Ah Battery
BL1411G

9 LEDs 
for wide and bright 
illumination

• obtained by effective luminous 

intensity distribution from 8 LEDs 

arranged in a circle with one in 

the center

• Almost no need for bulb 

replacement thanks to the use of 

long-lasting LED as the light 

source

4 Position
pivoting flashlight head
Positive stops at 0˚, 45˚, 90˚, 110˚

Expand your Lightweight 1.1Ah Lithium-ion Lineup

15 hours
Long continuous 
illumination
9 LEDs provide approximately

15 hours of continuous 

illumination on a single full 

battery charge. Ergonomically designed handle 

with rubberized soft grip

Shoulder strap

for high portability

Powered by 

14.4/ 18V (1.1Ah)

Li-ion Battery  (option)

Push button On/ Off switch

Hammer Driver Drill
HP347D

Driver Drill
DF457D

Driver Drill
DF347D

Hammer Driver Drill
HP457D

Items of standard equipment and specifications may vary by country or area.

*Weight according to EPTA-Procedure 01/2003
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